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The Files g7 Juns 1958
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Contract HD-103, Task Orders 2, 3, 8 and 10

1. 4 conf e was held with representstives of the
in the R&D-EP office 1% June 1958, The purpose of
the meeting was to discuss engineering detalls of Contract RD-103,
Tasks 2, 3, 8 and 10, Fresent part-time or wholly at this confer-
snce weres

24 18 June 1958, to cbserve the
RS-164 tests from Press Wireless at los ingeles.
Following the test, acsisted by

inspected the AS- receive terminal at found
that the powsr supply voltages wers being operated considerably
above the norucl rating. The voltages were adjusted to their rated
value, then other leivol adjvstments throughout the terminal were
adjusted for optimum operation. The condition of this terninal led
to g discussion of tecting and servicing of the WSl and AS-4i at
the 19 June conference., The opinion was expressed that extensive
contractor tests prior to delivery of the equipment would be beneficial.
In addition, field engincering support after delivery nigit well be
& future requirensat. i solution to the field support problew can
be achleved by the establishment of a field service section of high
level technicians within the Enginsering Uivision,

3. The| |has requested that antenna tests
be made in connection with the 45-6 development the first week of
July, Lo test the feasibility of vaing hordsontal antennas placed
near the ground. Flans are being made to tranmwit CW signals from
a 35-40 foot long wire antennz to a receiver at los angeles, #lield
strangth measurstants will be made at the receiving site, Further
information toncerning the signals to be supplied from the collector
uwnit to the communications unit and vice versa were obtained for the

| | representatives. The collector signals will
be 20 ricroseconds wide and 5 volts high working jntc a 2,000 ol
load, The clock pulse level required by the collector should be from
3-7 volts. A third meeting of the two contractors is being planned
for late July 1958, e e DR
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CONFIDENTIAL

he The ten service wodels, RS-164 sets being £:
the contractor will be dasigned’to Olﬁm:;:e’thc nﬁmﬁoy
special crywtals. ﬁ?@ovmuwummmaworthemt
509 oven, The stepping oscillators are to be fed to a mixer and then
the output will be doubled. This reduces the crystal frajuency re-
Quirement to less than 15 mc., Standard crystals can then be enployed.
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